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Cleaning the frothing nozzle for 
cappuccino

Clean the frothing nozzle for cappuccino 
immediately after use.
1. Turn the steam knob to let a little steam 

out and drive out any milk inside the 
nozzle.

2. Shut off the coffee machine by pressing 
the ON/OFF switch.

3. Hold the tube of the frothing nozzle (1) 
still with one hand and use the other to 
rotate the frothing nozzle (2) 
anticlockwise and pull it off downwards.

4. Remove the rubber connecting nozzle 
(3) from the frothing nozzle tube by 
pulling it downwards.

5. Wash the frothing nozzle and rubber 
connecting nozzle thoroughly with warm 
water.

6. Check that the hole (4) is not blocked.

7. Insert the rubber connecting nozzle (3) 
back into the frothing nozzle tube (1) 
then replace the frothing nozzle (2) by 
pushing it upwards and rotating it 
anticlockwise.

8. Refit the frothing nozzle in its housing by 
following the cleaning instructions in 
reverse.

Cleaning the boiler outlet

The boiler outlet must be rinsed every 200 
coffees made by dispensing approximately 
500 ml of water by pressing the coffee 
dispense button without adding ground 
coffee or a soft pod.

Cleaning the water tank

Clean the water tank once a month using a 
moist cloth and mild detergent.

1

2

3

4



Cleaning and care

42

4.4 Descaling
The coffee machine needs descaling when 
the orange light on the  button lights up.

1. Fill the water tank with a solution of water 
and descaler, following the instructions 
on the package.

2. Press the ON/OFF switch.

3. Remove the filter holder and position a 
container underneath the frothing nozzle.

4. Wait for the  or  lights to come 
on steadily.

5. Press the  button and hold for 10 
seconds until the three buttons flash in 
sequence.

6. Turn the steam knob to the  position.

7. Press  to start descaling.

8. The descaling cycle automatically 
performs a series of rinse cycles at 
intervals to remove scale from the inside 
of the coffee machine, continuing until 
the tank is empty.

9. The descaling cycle will stop and the 

orange light  will flash.

10. Remove the water tank, empty it and 
rinse it out.     

11. Fill the tank with water to the maximum 
level mark and insert it into its housing.

12. Position an empty container 
underneath the frothing nozzle and 

check that the steam knob is in the  
position.

13. Press the steam button again to start the 
rinse cycle.

14. When the tank is empty it means that 
the rinse cycle is finished, and the orange 

light  will turn off.

15. Turn the steam knob to the  

position.

Descaling and rinsing the boiler outlet

During the descaling cycle, close the steam 
knob every so often to make some of the 
descaling solution come out from the boiler 
outlet. 

During the rinse cycle, close the steam knob 
every so often to rinse off the boiler outlet. 

Danger of injury

•  The descaler contains acid which can 
irritate the skin and eyes. 

•  Follow the manufacturer's instructions 
and safety warnings on the pack to the 
letter; they will also tell you what to do in 
the event of contact with skin or eyes.

•  Use descaler products recommended 
by Smeg to avoid damage to the coffee 
machine.
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4.5 What to do if...

Problem Possible causes Solution

Coffee does not come out

No water in tank. Fill the tank.

The filter holes are blocked. Clean the filter with a brush 
or pin.

The tank is not inserted correctly. Insert the tank correctly in its 
housing.

Scale build-up. Perform a descaling cycle.

The coffee drips out of the 
filter holder and not the 
spouts

The filter holder is not inserted 
correctly, or is dirty.

Insert the filter holder and 
turn it so it is fully closed.
Clean the filter holder.

The boiler outlet seal is worn. Have it replaced at an 
Authorised Service Centre.

The spout holes are blocked. Clean the spout holes.

The filter holder will not 
attach to the coffee 
machine

The filter has been overfilled.
Use the supplied measuring 
scoop and use the correct 
filter.

The coffee machine does 
not work and all lights 
flash

Possible fault.
Unplug the coffee machine 
and contact an Authorised 
Service Centre.
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The “crema” of the coffee 
is light in colour and 
comes out of the spout 
very fast

The ground coffee has not been 
tamped sufficiently. Tamp the coffee harder.

There is insufficient ground coffee. Use a larger quantity.

The coffee grind is too coarse. Use only ground coffee for 
espresso machines.

Poor quality ground coffee. Change type of ground 
coffee.

The “crema” of the coffee is 
dark in colour and comes 
out of the spout slowly

The ground coffee has been 
tamped too hard.

Tamp the coffee with less 
force.

There is too much ground coffee. Decrease the quantity used.

The boiler outlet or filter is 
blocked.

Clean the outlet and the 
filter.

The coffee grind is too fine. Use only ground coffee for 
espresso machines.

Scale build-up. Perform a descaling cycle.

Problem Possible causes Solution
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The  and  lights 
flash for a few seconds

Steam knob open Close the steam knob.

Boiler temperature too high. Cool down the boiler.

Scale build-up. Perform a descaling cycle.

No water in tank. Fill the tank.

Boiler outlet or filter blocked. Clean the boiler outlet and 
the filter.

The tank is not inserted correctly. Insert the tank correctly in its 
housing.

Coffee is not hot Machine not used for a long 
time.

Increase the temperature of 
the coffee from the 
programming menu 
following the instructions in 
section ”Setting the coffee 
temperature”.
Dispense hot water into the 
cup in which the coffee will 
be prepared in order to 
heat the cup.

Problem Possible causes Solution

If the problem has not been 
resolved or in the case of other 
types of fault, contact your local 
technical support centre.


